AGENDA FOR THE REGULAR MEETING OF THE
CORPORATE AUTHORITIES

iy

e L OF THE VILLAGE OF CAMPTON HILLS
CampTONZIILLS JANUARY 21, 2025, 7:00 p.m.

Campton Hills Village Hall
40W270 LaFox Road

1. Roll Call
2. Pledge of Allegiance
3.  Public Comments

4. Consent Agenda
a. Motion to approve the minutes of the January 7, 2025 Village Board Regular Meeting
b. Motion to approve payment of bills per Warrant List #25-17
c. Motion to approve Ordinance 25-04 Establishing a Technology Committee for the Village of
Campton Hills, Illinois
d. Motion to approve Ordinance 25-06 Amending the Personnel Policies Manual

5. Staff Reports
a. Public Works Committee
b. Police Department
c. Finance Committee

6. Action Items:
a. Motion to approve Ordinance 25-03 Reducing the Posted Speed Limit on McDonald Road to
40 MPH
b. Motion to approve Ordinance 25-05, an Ordinance Amending Chapter 1 Of Title 4 of the Village
Code of Campton Hills, Kane County, Illinois Establishing the Number of Available Liquor
Licenses

7. Discussion items
a. Participating in the Kane County Safety Action Plan
b. Stormwater Reimbursement Fund (SRF) Recommendation

8. Additional items from the President, Trustees or Attorney
9. Closed Session

10. Adjournment


















































































































































































































HRGreen.
McDonald Rd Speed Study

Speed Limit Analysis
Corridor Data Collection and Analysis

For the purposes of evaluating speed limits, McDonald Road was divided in two segments with IL 47 as the dividing
line:

e West of IL 47 — between Burlington Road and IL 47, a distance of 0.38 miles
» Eastof IL 47 — between IL 47 and the Village limits, a distance of 0.87 miles

The posted speed on McDonald Road is 45mph. A location map is shown in Figure 1.

24-hour speed and volume data was collected on October 15, 2024 at four locations along McDonald Road. Crash
history was retrieved from IDOT’s GIS Data Portal for the most recent available five years (2018-2022).

As part of the analysis, the crash rate for the segments was calculated and compared to the average rate for similar
roadways as calculated by the FHWA’s Highway Safety Information System (HSIS). The crash history for both
segments was less than the average rate. Crashes occurring at the intersection of McDonald Road and IL 47 were
not considered in this analysis because they are classified as intersection crashes, not road segment crashes.

Table 1 summarizes the speed, volume and crash history data collected.

FIGURE 1 - CORRIDOR LOCATION MAP
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McDonald Rd Speed Study

TABLE 1 - CORRIDOR SEGMENT CHARACTERISTICS
Crash History
# of accidents

Posted
Speed Speed Data
Segment Limit ADT
'mph
nju
39 44 50 0 0

McDonald Rd (Burlington Rd to IL 47) 45
McDonald Rd (IL 47 to Wood Bridge Ln) 38 44
McDonald Rd (Wood Bridge Ln to Kendall 47 53
Rd) 45 2500 4 0
Mcl_Do_naId Rd (Kendall Rd to Village 46 52
Limits)

Yellow denotes segments where the number of crashes translate to crash rates higher than 1.3 times
average for this type of roadway.
denotes segments where the numbers of crashes translate to crash rates higher than the critical rate.

Speed Limit Analysis Tools

Both the NCHRP tool and the USLIMITS2 tool use the speed, volume, and crash data as listed and calculated
above. The NCHRP tool considers basic characteristics, such as the number of lanes, lane and shoulder width, and
access points within the segment.

USLIMITS2 uses the Roadside Hazard Rating, a grade ranging from 1 to 7 which measures the presence of
obstructions or steep side slopes. A level 1 indicates flat, level ground beyond the shoulder with no obstructions
within 30’ of the edge of pavement. A vehicle could recover from a run-off-the-road crash in such a location. A level
7 indicates off-road obstructions within 5’ of the edge of pavement, side slopes steeper than 1:2, with the possible
presence of cliffs or vertical rock cuts. A run-off-the-road crash in this location would likely result in severe injuries.

For McDonald Road, the segments were considered to be level 4. For a large stretch of the west segment
immediately east of Burlington Road, there are mature trees and power poles approximately 10’ from the south
edge of the pavement, which is a characteristic of segments with a rating of level 4. The east segment typically has
a wider clear zone, however, there are instances of trees and poles approximately 10’ from the edge of pavement,
as well as a section of guardrail and a perpendicular ditch east of Brierwood Road. These features all support a
classification of level 4 according to the USLIMITS2 guidelines.

All data was entered into the tools and was analyzed. The tools’ recommendations are listed in Table 2.
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McDonald Rd Speed Study
TABLE 2 - CORRIDOR SEGMENT SPEED LIMIT TOOL RECOMMENDATIONS

Posted NCHRP USLIMITS2
Seament Speed Recommended | Recommended
9 Limit Speed Limit Speed Limit
(mph) (mph) (mph)
McDonald Rd (Burlington Rd to IL 47) 45 45 40
McDonald Rd (IL 47 to Village Limits) 45 40 40

Recommendation higher than posted speed limit
Recommendation lower than posted speed limit

Both tools recommended a reduction in speed limit for parts of McDonald Road. NCHRP recommended a reduction
east of IL 47 based on the lane and shoulder width combined with an ADT greater than 2000. NCHRP did not
recommend a reduction west of IL 47 because the ADT is much lower in that segment. The USLIMITS2 tool
recommended a speed reduction for both segments based on the Roadside Hazard Rating.

The segment of McDonald Road east of IL 47 to the Village limits was analyzed using the speeds taken between
IL 47 and Wood Bridge Lane. These were the lowest speeds recorded in the segment. An analysis using the higher
observed speeds east of Wood Bridge Lane would have resulted in a higher speed limit recommendation. However,
40mph is recommended west of IL 47 and east to Wood Bridge Lane. It is reasonable to maintain the lower speed
limit through the full corridor east of Wood Bridge Lane as well despite the higher observed speeds.

Conclusion/Recommendations

McDonald Road in the Village of Campton Hills from Burlington Road to the Village limits was evaluated as part of
this speed study. The NCHRP Report 966 Excel tool and the FHWA'’s USLIMITS2 web tool, both following the new
MUTCD guidance procedures, were used to analyze speed data, crash data, and roadway characteristics to
recommend speed limits for segments of the corridor.

After analysis, it is recommended to reduce the speed limit to 40mph for the full length of the study area, from
Burlington Road to the Village limits east of Kendall Road. This recommendation was suggested by both tools,
considering the collected speed data, roadway geometry, traffic volumes, and presence of roadside hazards.
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Appendix
Collected Speed Data
NCHRP Outputs
USLIMITS2 Outputs

McDonald Rd Speed Study



Type of report: Tube Count - Speed Data

LOCATION: McDonald Rd West of SR 47 QCJOB #: 16773904
SPECIFIC LOCATION: DIRECTION: EB, WB
CITY/STATE: Elgin, IL DATE: Oct 15 2024
Start Ti 1 16 21 26 31 36 41 46 51 56 61 66 71 76 Total P Speed Number
artlimé | 95 20 25 30 35 40 45 50 55 60 65 70 75 999 ot ace >PeeA | in Pace
12:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1-10 0
01:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1-10 0
02:00 AM 0 0 0 0 0 1 0 0 0 0 0 0 0 0 1 31-40 1
03:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1-10 0
04:00 AM 0 0 0 0 1 0 1 0 0 0 0 0 0 0 2 26-35 1
05:00 AM 0 0 0 0 5 2 5 3 2 0 0 0 0 0 17 41-50 8
06:00 AM 1 0 0 0 2 8 4 6 1 0 0 0 0 0 22 36-45 12
07:00 AM 0 0 0 0 8 11 20 8 1 1 0 0 0 0 49 36-45 31
08:00 AM 0 0 0 0 5 4 9 1 0 0 0 0 0 0 19 36-45 13
09:00 AM 0 1 0 2 5 6 4 2 0 0 0 0 0 0 20 31-40 11
10:00 AM 0 0 0 1 2 1 2 2 1 0 0 0 0 0 9 41-50 4
11:00 AM 0 1 0 0 4 4 3 1 0 0 0 0 0 0 13 31-40 8
12:00 PM 0 0 1 4 7 5 5 1 0 0 0 0 0 0 23 31-40 12
01:00 PM 0 0 1 2 6 9 3 2 0 0 0 0 0 0 23 31-40 15
02:00 PM 0 0 0 3 1 17 14 1 0 0 0 0 0 0 36 36-45 31
03:00 PM 0 0 0 5 3 17 19 7 1 0 0 0 0 0 52 36-45 36
04:00 PM 0 0 0 2 5 25 18 12 2 0 0 0 0 0 64 36-45 43
05:00 PM 0 0 0 0 9 18 22 7 2 0 0 0 0 0 58 36-45 40
06:00 PM 0 0 0 1 4 14 11 1 0 0 0 0 0 0 31 36-45 25
07:00 PM 2 0 0 1 3 7 10 0 0 0 0 0 0 0 23 36-45 17
08:00 PM 0 0 2 0 1 6 2 1 0 0 0 0 0 0 12 36-45 8
09:00 PM 0 0 0 0 2 4 4 0 0 0 0 0 0 0 10 36-45 8
10:00 PM 0 0 0 1 1 2 0 0 0 0 0 0 0 0 4 31-40 3
11:00 PM 0 0 0 0 0 1 2 0 0 0 0 0 0 0 3 36-45 3
Day Total 3 2 4 22 74 162 158 55 10 1 0 0 0 0 491 36-45 320
Percent 0.6% 0.4% 0.8% 4.5% 15.1% 33% 32.2% 11.2% 2% 0.2% 0% 0% 0% 0%
| E—
AM Peak 6:00AM 9:00AM 12:00AM 9:00AM 7:00AM 7:00AM 7:00AM 7:00AM 5:00AM 7:00AM 12:00 AM 12:00 AM 12:00 AM 12:00 AM 7:00 AM
Volume 1 1 0 2 8 11 20 8 2 1 0 0 0 0 49
PM Peak 7:00PM 12:00PM 8:00PM 3:00PM 5:00PM 4:00PM 5:00PM 4:00PM 4:00 PM 12:00 PM 12:00 PM 12:00 PM 12:00 PM 12:00 PM 4:00 PM
Volume 2 0 2 5 9 25 22 12 2 0 0 0 0 0 64
Comments:
Report generated on 10/18/2024 7:50 AM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net)
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Type of report: Tube Count - Speed Data SUMMARY - Tube Count - Speed Data

LOCATION: McDonald Rd West of SR 47 QC JOB #: 16773904
SPECIFIC LOCATION: DIRECTION: EB, WB
CITY/STATE: Elgin, IL DATE: Oct 15 2024
coeed Ranze 1 16 21 26 31 36 21 26 51 56 61 66 71 76 Total | Pace Soeed | NUmberin
P 8 15 20 25 30 35 40 45 50 55 60 65 70 75 999 P Pace
Grand Total 3 2 2 22 74 162 158 55 10 1 0 0 0 0 o1 26.45 320
Percent 0.6% 04%  08%  45% 151%  33%  32.2% 112% 2% 0.2% 0% 0% 0% 0%
c‘:)’:r‘i':;‘"t"e 0.6% 1% 18%  63% 21.4% 54.4% 86.6% 97.8% 99.8%  100%  100%  100%  100%  100%
85th Percentile: 44 MPH
ADT Mean Speed(Average): 39 MPH
491 Median: 39 MPH
Mode: 38 MPH
— —
Comments:
Report generated on 10/18/2024 7:50 AM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net)
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Type of report: Tube Count - Speed Data

LOCATION: McDonald Rd Btwn SR 47 and Wood Bridge Ln
SPECIFIC LOCATION:

CITY/STATE: Campton Hills, IL

QCJOB #: 16773905
DIRECTION: EB, WB
DATE: Oct 15 2024

oot Tt 1 16 21 26 31 36 41 46 51 56 61 66 71 76 ol | pace Soeeq | NUMBET

artime 45 20 25 30 35 40 45 50 55 60 65 70 75 999 ota aceopeed | i pace
12:00 AM 0 0 0 0 0 1 2 0 0 0 0 0 0 0 3 36-45 3
01:00 AM 0 0 0 0 1 2 0 1 0 0 0 0 0 0 4 31-40 3
02:00 AM 0 0 0 1 0 0 3 0 0 0 0 0 0 0 4 36-45 3
03:00 AM 0 0 1 1 1 2 2 1 0 0 0 0 0 0 8 36-45 4
04:00 AM 0 0 1 0 2 6 4 4 0 0 0 0 0 0 17 36-45 10
05:00 AM 0 1 0 0 8 28 25 10 0 0 0 0 0 0 72 36-45 53
06:00 AM 1 0 0 5 20 34 55 27 3 1 0 0 0 0 146 36-45 89
07:00 AM 3 0 1 7 26 72 76 20 2 0 0 0 0 0 207 36-45 148
08:00 AM 4 0 4 5 24 42 31 6 2 0 0 0 0 0 118 36-45 73
09:00 AM 2 0 2 5 23 41 30 6 1 0 0 0 0 0 110 36-45 71
10:00 AM 0 0 1 4 10 31 23 8 2 0 0 0 0 0 79 36-45 54
11:00 AM 1 0 0 3 7 23 20 7 2 0 0 0 0 0 63 36-45 43
12:00 PM 3 0 2 3 9 28 25 6 0 0 0 0 0 0 76 36-45 53
01:00 PM 1 1 0 5 22 39 27 6 0 0 0 0 0 0 101 36-45 66
02:00 PM 2 0 2 3 18 51 48 12 0 0 0 0 0 0 136 36-45 99
03:00 PM 2 0 0 8 29 89 71 20 0 0 0 0 0 0 219 36-45 160
04:00 PM 9 1 1 7 42 95 72 12 3 0 0 0 0 0 242 36-45 167
05:00 PM 0 0 1 13 47 79 51 14 1 0 0 0 0 0 206 36-45 130
06:00 PM 2 1 2 7 30 51 29 10 0 1 0 0 0 0 133 31-40 81
07:00 PM 0 0 1 3 13 33 26 5 1 0 0 0 0 0 82 36-45 59
08:00 PM 0 0 0 1 8 14 14 4 0 0 0 0 0 0 41 36-45 28
09:00 PM 1 0 0 3 9 15 9 1 0 0 0 0 0 0 38 34-43 24
10:00 PM 0 0 1 1 3 7 7 0 0 0 0 0 0 0 19 36-45 14
11:00 PM 0 0 0 0 0 4 4 1 0 0 0 0 0 0 9 36-45 8
Day Total 31 4 20 85 352 787 654 181 17 2 0 0 0 0 2133 36-45 1441

Percent 1.5% 0.2% 0.9% 4% 16.5% 36.9% 30.7% 8.5% 0.8% 0.1% 0% 0% 0% 0%

| s | [—I

AM Peak 8:00 AM  5:00 AM 8:00 AM 7:00 AM 7:00 AM 7.00AM 7:00AM 6:00AM 6:00AM 6:00AM 12:00AM 12:00 AM 12:00 AM 12:00 AM 7:00 AM

Volume 4 1 4 7 26 72 76 27 3 1 0 0 0 0 207

PM Peak 4:00 PM 1:00PM 12:00 PM 5:00 PM 5:00 PM 4:00 PM 4:.00PM 3:00PM 4:.00PM 6:00PM 12:00PM 12:00PM 12:00PM 12:00PM 4:00 PM

Volume 9 1 2 13 47 95 72 20 3 1 0 0 0 0 242

Comments:

Report generated on 10/18/2024 7:50 AM

Page 1 of 2

SOURCE: Quality Counts, LLC (http://www.qualitycounts.net)




Type of report: Tube Count - Speed Data

SUMMARY - Tube Count - Speed Data

SPECIFIC LOCATION:
CITY/STATE: Campton Hills, IL

LOCATION: McDonald Rd Btwn SR 47 and Wood Bridge Ln

QC JOB #:16773905
DIRECTION: EB, WB
DATE: Oct 15 2024

oced ramre | 1 16 21 26 31 a1 26 51 56 61 66 71 76 ot | Pace Soceq | Numberin
P 8 15 20 25 30 35 45 50 55 60 65 70 75 999 P Pace
Grand Total | 31 7 20 85 352 654 181 7 2 0 0 0 0
2133 36-45 1441
Percent 15%  02%  09% 4%  16.5% 30.7% 85%  08%  01% 0% 0% 0% 0%
C‘:)’:r‘i':;‘"t"e 15%  16%  2.6%  6.6%  23.1% 90.6% 99.1% 99.9%  100%  100%  100%  100%  100%
85th Percentile: 44 MPH
ADT Mean Speed(Average): 38 MPH
2133 Median: 38 MPH
'—’ Mode: 38 MPH
— — —
Comments:

Report generated on 10/18/2024 7:50 AM

Page 2 of 2

SOURCE: Quality Counts, LLC (http://www.qualitycounts.net)




Type of report: Tube Count - Speed Data

LOCATION: McDonald Rd West of Kendall Rd QCJOB #: 16773902
SPECIFIC LOCATION: DIRECTION: EB, WB
CITY/STATE: Campton Hills, IL DATE: Oct 15 2024
Start Ti 1 16 21 26 31 36 41 46 51 56 61 66 71 76 Total P Speed Number
artlimé | 95 20 25 30 35 40 45 50 55 60 65 70 75 999 ot ace >PeeA | in Pace
12:00 AM 0 0 0 0 0 0 0 3 0 0 0 0 0 0 3 41-50 3
01:00 AM 0 0 0 0 0 0 1 2 2 0 0 0 0 0 5 46-55 4
02:00 AM 0 0 0 0 0 0 2 1 1 0 0 0 0 0 4 41-50 3
03:00 AM 0 0 0 0 1 0 1 2 3 1 0 0 0 0 8 46-55 5
04:00 AM 0 0 0 0 0 1 5 5 4 1 2 0 0 0 18 41-50 10
05:00 AM 1 0 0 0 1 4 9 30 24 10 1 0 0 0 80 46-55 54
06:00 AM 1 0 0 0 4 12 24 55 43 17 0 0 0 0 156 46-55 98
07:00 AM 2 0 0 0 3 7 43 95 53 17 2 1 0 0 223 46-55 148
08:00 AM 2 0 1 1 5 7 31 54 31 4 1 0 0 0 137 45-54 85
09:00 AM 0 0 1 0 1 17 27 39 24 7 2 0 0 0 118 41-50 66
10:00 AM 0 0 0 0 2 8 26 39 25 6 1 1 0 0 108 41-50 65
11:00 AM 0 0 0 0 3 5 27 27 18 6 0 1 0 0 87 41-50 54
12:00 PM 2 1 0 1 0 11 18 42 21 7 0 0 1 0 104 46-55 63
01:00 PM 1 0 0 0 1 9 39 55 20 5 2 0 0 0 132 41-50 94
02:00 PM 1 0 0 0 2 7 29 62 38 16 4 3 0 0 162 46-55 100
03:00 PM 2 0 0 0 1 7 52 112 67 16 1 1 0 0 259 46-55 179
04:00 PM 5 0 0 0 3 6 46 111 86 27 5 0 0 0 289 46-55 197
05:00 PM 0 0 1 0 0 13 30 104 62 13 4 0 0 0 227 46-55 166
06:00 PM 3 0 1 1 3 10 45 60 29 6 1 0 0 1 160 41-50 105
07:00 PM 1 0 0 0 3 2 18 40 19 10 0 0 0 0 93 46-55 59
08:00 PM 0 0 0 0 1 4 17 20 11 4 0 0 0 0 57 41-50 37
09:00 PM 0 0 0 1 0 5 11 20 8 0 0 1 0 1 47 41-50 31
10:00 PM 0 0 0 0 0 4 2 6 7 1 0 0 0 0 20 46-55 13
11:00 PM 0 0 0 0 0 0 2 7 2 0 1 0 0 0 12 42-51 9
Day Total 21 1 4 4 34 139 505 991 598 174 27 3 1 2 5509 1655 1589
Percent 0.8% 0% 0.2% 0.2% 1.4% 5.5% 20.1% 39.5% 23.8% 6.9% 1.1% 0.3% 0% 0.1%
| s |
AM Peak 7:00AM 12:00AM 8:00AM 8:00AM 8:00AM 9:00AM 7:00AM 7:00AM 7:00AM 6:00AM 4:00AM 7:00AM 12:00 AM 12:00 AM 7:00 AM
Volume 2 0 1 1 5 17 43 95 53 17 2 1 0 0 223
PM Peak 4:00PM 12:00PM 5:00PM 12:00PM 4:00PM 5:00PM 3:00PM 3:00PM 4:00PM 4:00PM 4:00PM 2:00PM 12:00PM 6:00 PM 4:00 PM
Volume 5 1 1 1 3 13 52 112 86 27 5 3 1 1 289
Comments:
Report generated on 10/18/2024 7:49 AM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net)
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Type of report: Tube Count - Speed Data

SUMMARY - Tube Count - Speed Data
LOCATION: McDonald Rd West of Kendall Rd QCJOB #:16773902
SPECIFIC LOCATION: DIRECTION: EB, WB
CITY/STATE: Campton Hills, IL DATE: Oct 15 2024
coeed Ranze 1 16 21 26 31 36 21 26 51 56 61 66 71 76 Total | Pace Soeed | NUmberin
P 8 15 20 25 30 35 40 45 50 55 60 65 70 75 999 P Pace
Grand Total 21 1 2 2 34 139 505 991 598 174 27 8 1 2 509 26.55 1589
Percent 0.8% 0% 02%  02%  14%  55% 20.1% 39.5% 23.8% 69% 11%  0.3% 0% 0.1%
c‘:)’:r‘i':;‘"t"e 0.8%  0.9% 1% 12%  2.6%  81%  282% 67.7% 91.6% 98.5% 99.6% 99.9% 99.9%  100%
85th Percentile: 53 MPH
ADT Mean Speed(Average): 47 MPH
2509 Median: 47 MPH
Mode: 48 MPH
— S [ p—
Comments:

Report generated on 10/18/2024 7:49 AM

Page 2 of 2

SOURCE: Quality Counts, LLC (http://www.qualitycounts.net)



Type of report: Tube Count - Speed Data

LOCATION: McDonald Rd Btwn Kendall Rd and Ditman Rd QCJOB #: 16773903
SPECIFIC LOCATION: DIRECTION: EB, WB
CITY/STATE: Elgin, IL DATE: Oct 15 2024
Start Ti 1 16 21 26 31 36 41 46 51 56 61 66 71 76 Total P Speed Number
artlimé | 95 20 25 30 35 40 45 50 55 60 65 70 75 999 ot ace >PeeA | in Pace
12:00 AM 0 0 0 1 0 0 0 2 1 0 0 0 0 0 4 46-55 3
01:00 AM 0 0 0 0 0 0 0 3 0 0 1 0 0 0 4 41-50 3
02:00 AM 0 0 0 0 0 1 1 1 0 1 0 0 0 0 4 36-45 2
03:00 AM 0 0 0 0 1 0 3 2 2 0 0 0 0 0 8 41-50 5
04:00 AM 0 0 0 0 1 1 5 2 5 1 2 0 0 0 17 41-50 7
05:00 AM 0 0 0 0 0 3 15 26 22 5 0 0 0 0 71 46-55 48
06:00 AM 0 0 0 1 3 6 34 54 39 7 1 1 0 0 146 46-55 93
07:00 AM 3 0 0 1 2 7 53 93 38 9 1 0 0 0 207 41-50 146
08:00 AM 2 0 0 2 6 11 43 31 22 5 0 0 0 0 122 41-50 74
09:00 AM 1 0 0 0 3 16 25 42 14 6 0 0 0 0 107 41-50 67
10:00 AM 0 0 0 1 4 7 29 33 10 3 0 2 0 0 89 41-50 62
11:00 AM 1 0 0 1 1 9 16 23 14 1 1 0 0 0 67 41-50 39
12:00 PM 1 0 1 0 1 8 25 28 15 3 1 0 0 0 83 41-50 53
01:00 PM 1 0 0 0 1 14 25 43 11 7 0 0 0 0 102 41-50 68
02:00 PM 0 0 0 1 3 8 36 52 27 11 1 1 0 0 140 41-50 88
03:00 PM 7 0 1 1 5 11 59 91 41 7 0 0 0 0 223 41-50 150
04:00 PM 5 0 0 0 3 12 74 99 47 9 0 0 0 0 249 41-50 173
05:00 PM 4 0 0 1 4 15 53 91 26 7 0 0 0 0 201 41-50 144
06:00 PM 0 0 0 0 4 10 46 44 22 5 0 1 0 0 132 41-50 90
07:00 PM 0 0 0 1 1 6 16 40 12 4 2 0 0 0 82 41-50 56
08:00 PM 0 0 0 0 1 5 13 10 11 2 0 0 0 0 42 41-50 23
09:00 PM 0 0 0 0 2 3 10 16 3 3 0 0 0 0 37 41-50 26
10:00 PM 0 0 0 1 0 4 3 5 3 3 0 0 0 0 19 41-50 8
11:00 PM 0 0 0 1 0 2 2 5 0 1 0 0 0 0 11 41-50 7
Day Total 25 0 2 13 46 159 586 836 385 100 10 5 0 0 2167 41-50 1422
Percent 1.2% 0% 0.1% 0.6% 2.1% 7.3% 27% 38.6% 17.8% 4.6% 0.5% 0.2% 0% 0%
[ S— | —
AM Peak 7:00AM 12:00AM 12:00AM 8:00AM 8:00AM 9:00AM 7:00AM 7:00AM 6:00AM 7:00AM 4:00AM 10:00 AM 12:00 AM 12:00 AM 7:00 AM
Volume 3 0 0 2 6 16 53 93 39 9 2 2 0 0 207
PM Peak 3:00PM 12:00PM 12:00PM 2:00PM 3:00PM 5:00PM 4:00PM 4:00PM 4:00PM 2:00PM 7:00PM 2:00PM 12:00PM 12:00 PM 4:00 PM
Volume 7 0 1 1 5 15 74 99 47 11 2 1 0 0 249
Comments:
Report generated on 10/18/2024 7:49 AM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net)
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Type of report: Tube Count - Speed Data

SUMMARY - Tube Count - Speed Data

LOCATION: McDonald Rd Btwn Kendall Rd and Ditman Rd
SPECIFIC LOCATION:
CITY/STATE: Elgin, IL

QCJOB #:16773903
DIRECTION: EB, WB

DATE: Oct 15 2024
oced ramre | 1 16 21 26 31 36 a1 26 51 56 61 66 71 76 ot | Pace Soceq | Numberin
P 8 15 20 25 30 35 40 45 50 55 60 65 70 75 999 P Pace
Grand Total | 25 0 2 3 26 159 586 836 385 100 10 5 0 0 167 1150 142
Percent 12% 0%  01%  06%  21%  7.3%  27%  386% 17.8% 4.6%  05%  02% 0% 0%
C‘;’:r‘i'::t"e 12%  12%  12%  1.8% 4%  11.3% 383% 76.9% 94.7% 99.3% 99.8%  100%  100%  100%
85th Percentile: 52 MPH
ADT Mean Speed(Average): 46 MPH
2167 Median: 46 MPH
Mode: 48 MPH
— S —
Comments:

Report generated on 10/18/2024 7:49 AM

Page 2 of 2

SOURCE: Quality Counts, LLC (http://www.qualitycounts.net)



NCHRP 17-76 Speed Limit Setting Tool

Input Cells Description Output Cells
Site Description Data Color-Coding Legend
Rural Roadway context Aqua = basic input cell
Collector Roadway type Denim = basic input cell with drop-down menu
Yes| Are crash data available? Orange = optional input cell (not needed for calculations)
TAY Analyst Green = optional input cell (use if data for agency & region are available, leave blank otherwise)
11/3/2023 Date Rose = intermediate calculations
McDonald Rd Roadway name Purple = final analysis results
Burlington Rd to IL 47 Description
45 Current speed limit (mph)
Notes Note: The "Test macros" button provides a message to verify proper macro operation.
|Ana|¥sis Results Advisory, Calculated, or Warning Messages
Speed limit setting group| Undeveloped

Suggested speed limit (mph) 45

This value is determined by speed data.

Speed Data

Advisory, Calculated, or Warning Messages

1.3 x average KABCO crash rate (crashes / 100 MVMT)
1.3 x average KABC crash rate (crashes / 100 MVMT)

Critical KABCO crash rate (crashes / 100 MVMT) 749.9
Critical KABC crash rate (crashes / 100 MVMT)

Average KABCO crash rate (crashes / 100 MVMT)
Average KABC crash rate (crashes / 100 MVMT)

268.5

84.8

433.3

45 Maximum speed limit (mph)
44 85th-percentile speed (mph)
39 50th-percentile speed (mph)
Site Characteristics Advisory, Calculated, or Warning Messages
0.382575758 Segment length (mi) For a suggested speed limit of 45 mph, minimum segment length = 0.45 mi.
500| AADT (two-way total) (veh/d)
2 Number of lanes (two-way total)
9 Number of access points (total of both directions)
10| Lane width (ft)
2 Shoulder width (ft)
No Adverse alignment present?
Crash Data Advisory, Calculated, or Warning Messages
) Number of years of crash data
500] Average AADT for crash data period (veh/d)
0 All (KABCO) crashes for crash data period Observed KABCO crash rate = 0 crashes / 100 MVMT
0 Fatal & injury (KABC) crashes for crash data period Observed KABC crash rate = 0 crashes / 100 MVMT

HSIS average KABCO crash rate = 206.56 crashes / 100 MVMT
HSIS average KABC crash rate = 65.21 crashes / 100 MVMT




NCHRP 17-76 Speed Limit Setting Tool

Input Cells Description Output Cells
Site Description Data Color-Coding Legend
Rural Roadway context Aqua = basic input cell
Collector Roadway type Denim = basic input cell with drop-down menu
Yes| Are crash data available? Orange = optional input cell (not needed for calculations)
TAY Analyst Green = optional input cell (use if data for agency & region are available, leave blank otherwise)
11/3/2023 Date Rose = intermediate calculations
McDonald Rd Roadway name Purple = final analysis results
IL 47 to Village Limits Description
45 Current speed limit (mph)
Notes Note: The "Test macros" button provides a message to verify proper macro operation.
|Ana|¥sis Results Advisory, Calculated, or Warning Messages
Speed limit setting group| Undeveloped

Suggested speed limit (mph) 40

This value is determined by speed data & site characteristics.

Speed Data

Advisory, Calculated, or Warning Messages

1.3 x average KABCO crash rate (crashes / 100 MVMT)
1.3 x average KABC crash rate (crashes / 100 MVMT)

Critical KABCO crash rate (crashes / 100 MVMT) 260.3
Critical KABC crash rate (crashes / 100 MVMT)

Average KABCO crash rate (crashes / 100 MVMT)
Average KABC crash rate (crashes / 100 MVMT)

191.4

62.0

117.5

45 Maximum speed limit (mph)
44 85th-percentile speed (mph)
38 50th-percentile speed (mph)
Site Characteristics Advisory, Calculated, or Warning Messages
0.866666667 Segment length (mi)
2,500| AADT (two-way total) (veh/d)
2 Number of lanes (two-way total)
11 Number of access points (total of both directions)
10 Lane width (ft) Rounded-Down 85th
2 Shoulder width (ft) Rounded-Down 85th
No Adverse alignment present?
Crash Data Advisory, Calculated, or Warning Messages
) Number of years of crash data
2,500( Average AADT for crash data period (veh/d)
4 All (KABCO) crashes for crash data period Observed KABCO crash rate = 101.16 crashes / 100 MVMT
0 Fatal & injury (KABC) crashes for crash data period Observed KABC crash rate = 0 crashes / 100 MVMT

HSIS average KABCO crash rate = 147.23 crashes / 100 MVMT
HSIS average KABC crash rate = 47.73 crashes / 100 MVMT




USLIMITS2 Speed Zoning Report

Project Overview
Project Name: McDonald Rd W of IL 47

Analyst: Ted Yelton

Basic Project Information

Route Name: McDonald Rd

From: Burlington Rd

To: IL 47

State: Illinois

County: Kane County

City: Campton Hills

Route Type: Road Section in Undeveloped Area
Route Status: Existing

Roadway Information
Section Length: .38 mile(s)
Statutory Speed Limit: 45 mph
Existing Speed Limit: 45 mph
Adverse Alignment: No
Divided/Undivided: Undivided
Number of Lanes: 2

Roadside Hazard Rating: 4
Transition Zone: No

Recommended Speed Limit: SPEED

LIMIT

40

Date: 2024-12-02

Crash Data Information

Crash Data Years: 5.00

Crash AADT: 500 veh/day

Total Number of Crashes: 0

Total Number of Injury Crashes: 0

Section Crash Rate: 0 per 100 MVM
Section Injury Crash Rate: 0 per 100 MVM
Crash Rate Average for Similar Roads: 118
Injury Rate Average for Similar Roads: 44

Traffic Information

85th Percentile Speed: 44 mph
50th Percentile Speed: 39 mph
AADT: 500 veh/day

Note: A speed zone of .38 miles is generally too short for the recommended speed limit. Consider lengthening the
speed zone (if that is possible) or using the speed limits from adjacent sections (if they are appropriate for this
section). If the speed and other data you provided are representative of conditions for this short section, then the

speed limit noted above may be considered.

Disclaimer: The U.S. Government assumes no liability for the use of the information contained in this report. This
report does not constitute a standard, specification, or regulation.

Equations Used in the Crash Data Calculations

Exposure (M)

M = (Section AADT * 365 * Section Length * Duration of Crash Data) / (100000000)

M = (500 * 365 * .38 * 5.00) / (100000000)
M = 0.0035

Crash Rate (Rc)

Rc = (Section Crash Average * 100000000) / (Section AADT * 365 * Section Length)

Rc = (0.00 * 100000000) / (500 * 365 * .38)
Rc = 0.00 crashes per 100 MVM

Injury Rate (Ri)

Ri = (Section Injury Crash Average * 100000000) / (Section AADT * 365 * Section Length)

Ri = (0.00 * 100000000) / (500 * 365 * .38)
Ri = 0.00 injuries per 100 MVM

Critical Crash Rate (Cc)

Cc = Crash Average of Similar Sections + 1.645 * (Crash Average of Similar Sections / Exposure) ™ (1/2) + (1 /

(2 * Exposure)

Cc=117.88 +)1.645 * (117.88 / 0.0035) ~ (1/2) + (1 / (2 * 0.0035))



Cc = 565.39 crashes per 100 MVM

Critical Injury Rate (Ic)

Ic = Injury Crash Average of Similar Sections + 1.645 * (Injury Crash Average of Similar Sections / Exposure) ~
(1/2) + (1 / (2 * Exposure))

Ic =43.99 + 1.645 * (43.99 / 0.0035) ~ (1/2) + (1 / (2 * 0.0035))

Ic = 373.47 injuries per 100 MVM



USLIMITS2 Speed Zoning Report

Project Overview
Project Name: McDonald Rd E of IL 47

Analyst: Ted Yelton Date: 2024-12-02

Basic Project Information Crash Data Information

Route Name: McDonald Rd Crash Data Years: 5.00

From: IL 47 Crash AADT: 2500 veh/day

To: Village Limits Total Number of Crashes: 4

State: Illinois Total Number of Injury Crashes: 0
County: Kane County Section Crash Rate: 101 per 100 MVM
City: Campton Hills Section Injury Crash Rate: 0 per 100 MVM
Route Type: Road Section in Undeveloped Area Crash Rate Average for Similar Roads: 141
Route Status: Existing Injury Rate Average for Similar Roads: 48
Roadway Information Traffic Information

Section Length: .87 mile(s) 85th Percentile Speed: 44 mph

Statutory Speed Limit: 45 mph 50th Percentile Speed: 38 mph

Existing Speed Limit: 45 mph AADT: 2500 veh/day

Adverse Alignment: No
Divided/Undivided: Undivided
Number of Lanes: 2

Roadside Hazard Rating: 4
Transition Zone: No

Recommended Speed Limit: SPEED
LIMIT

40

Disclaimer: The U.S. Government assumes no liability for the use of the information contained in this report. This
report does not constitute a standard, specification, or regulation.

Equations Used in the Crash Data Calculations

Exposure (M)

M = (Section AADT * 365 * Section Length * Duration of Crash Data) / (100000000)
M = 828%)8 * 365 * .87 * 5.00) / (100000000)

M = 0. 7

Crash Rate (Rc)

Rc = (Section Crash Average * 100000000) / (Section AADT * 365 * Section Length)
Rc = (0.80 * 100000000) / (2500 * 365 * .87)

Rc = 100.77 crashes per 100 MVM

Injury Rate (Ri)

Ri = (Section Injury Crash Average * 100000000) / (Section AADT * 365 * Section Length)
Ri = (0.00 * 100000000) / (2500 * 365 * .87)

Ri = 0.00 injuries per 100 MVM

Critical Crash Rate (Cc)

Cc = Crash Average of Similar Sections + 1.645 * (Crash Average of Similar Sections / Exposure) ~ (1/2) + (1 /
(2 * Exposure))

Cc=141.17 + 1.645 * (141.17 / 0.0397) ~ (1/2) + (1 / (2 * 0.0397))

Cc = 251.87 crashes per 100 MVM

Critical Injury Rate (Ic)
Ic = Injury Crash Average of Similar Sections + 1.645 * (Injury Crash Average of Similar Sections / Exposure) »
(1/2) + (1 / (2 * Exposure))



Ic
Ic

47.84 + 1.645 * (47.84 / 0.0397) ~ (1/2) + (1 / (2 * 0.0397))
117.54 injuries per 100 MVM
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HRGreen

To:

From:

Subject:

Date:

Village President and Village Board
Village of Campton Hills, Illinois

Scott Marquardt, PE
HR Green, Inc. — Village Engineer

Stormwater Reimbursement Fund (SRF) Recommendation

January 21, 2025 Agenda #: 7b

On May 21, 2024 the Village Board approved a new Stormwater Reimbursement Fund policy per
Ordinance 0-24-04. This ordinance can be viewed for reference on the Village website at:
https://camptonhills.illinois.gov/wp-content/uploads/2024/01/Ordinance-24-04-Stormwater-
Reimbursement-Fund-Policy.pdf.

On May 30, 2024 a program application for funding reimbursement for a project involving 40W737
Long Shadow Lane, 40W776 Long Shadow Lane, and 40W500 Long Shadow Lane was submitted to
the Village, and the complete application is attached.

The application included the three required estimates:
1) Campton Construction Inc. in the amount of $31,500.00

2) VIl drainage solutions and Truckin Inc in the amount of $65,860.00
3) Active Excavating and Wrecking, Inc. in the amount of $24,950.00

As described in the ordinance, SRF applications are to be reviewed by the Public Works Committee,
which is to then provide a recommendation to the Village Board. The Public Works Committee
performed its first review of this application at the October 30, 2024 meeting but tabled a final
decision until the January 8, 2025 meeting to allow committee members additional time to evaluate
and consider this first application for the SRF program.

At the January 8, 2025 PW Committee meeting, the application was reviewed, and after discussion
the Committee provided the following guidance:

e The Committee agreed that the projects is eligible for the SRF program and is a bona fide
stormwater management issue which affects multiple (in this case three) separate property
owners

e The project was assigned 2 severity points, for exterior standing water for > 7 days

e The project was assigned 4 remediation cost points, for costs in excess of $20,000

e Overall the project received 6 points

The Committee recommended this project should be considered by the Village Board for SRF
eligibility, with the following conditions:
o Reimbursement shall be made following submission of paid invoices and release of lien
waivers
e The reimbursement should be recorded against the property title(s) to ensure future owners
are aware of the maintenance responsibility by property owners.

Per the Ordinance, the Village Board is to make the final determination if a project will be awarded
SRF project funding, and in what amount.

The Village Board should be reminded that any award shall not exceed half the cost of said work, with
a maximum of $10,000 per project.


https://camptonhills.illinois.gov/wp-content/uploads/2024/01/Ordinance-24-04-Stormwater-Reimbursement-Fund-Policy.pdf
https://camptonhills.illinois.gov/wp-content/uploads/2024/01/Ordinance-24-04-Stormwater-Reimbursement-Fund-Policy.pdf

Program Application for the Village of Campton Hills Stormwater Reimbursement Fund (SRF)

Application Received:
BY: Julie Pemrick

DATE: 30-May-2024

Verified and Received
By: Michelle Howley

DATE: 30-May-2024 13:50



Program Application for the Village of Campton Hills Stormwater Reimbursement Fund (SRF)

Please review this application for the Stormwater Reimbursement Fund signed by the three
homeowners most affected by recent flooding on Long Shadow Lane. The entire Burning Tree
subdivision is also impacted by the standing water as a safety/health issue and general
appearance of the neighborhood.

During January/February 2024, melting snow and heavy rainfalls resulted in the existing
drainage system to fail over a period of several weeks. The enclosed photos show standing water
on three properties as follows: 40W737 Long Shadow Lane, 40W776 Long Shadow Lane,
40W500 Long Shadow Lane. Due to concern for basement flooding, pressure on basement
support walls, and septic tank interference in addition to the safety/health hazard, the
homeowners rented and utilized pumps on two weekends. During the next several weeks, 2550
gallons was pumped with virtual no positive effect. Over 160,000 gallons of water was pumped
through 450 feet of rental/collapsible pipe to the nearest manhole with work accomplished by the
homeowners and volunteers. Additional grade level piping has had to be added from the homes
in addition to the existing underground pipe from basement sump pumps to alleviate water
pressure. Active Excavating performed high pressure water jetting through existing pipes in
attempt to remove the blockage. Total cost expended by the homeowners was over $3800 for
this water removal and disbursement.

It is apparent that flooding will continue whenever rainfall is heavy which seems to occur more
frequently. Especially during the spring snow melt and rain downpours, flooding will continue
in the future without adequate repair.

During the past several months, the Campton Township Highway Department staff, members of
the Campton Hills Board and businesses in excavating and water drainage have reviewed the
area. Enclosed are three proposals from the latter businesses. It is our intent to contract with one
of these services and share the cost burden equally among the three homeowners. The
homeowners are unassisted from other means for cost of the work since the HOA does not exist
and private insurance, Kane County, Township etc. will not provide or share for the cost of the
work.

The lowest proposal to complete the work is for $24,950 to be completed by a local contractor.
The three homeowners are requesting the maximum of $10,000 from the Village of Campton
Hills as reimbursement after the work is complete. Paid receipts will be provided. We
understand that on-going maintenance is the responsibility of the individual homeowners.

Thank you for your review of this application.

Jim & Elizabeth Dillon
Mary & John Tetzlaff
Nancy Sweet



Village of Campton Hills
Stormwater Reimbursement Fund (SRF)
Program Application

Applicants

By signing below, each property owner is verifying that they are unassisted financially by
any other means (HOA, POA, SSA, Kane County, Township, etc.)

Property Owner #1: | il Relllary K. Tet= kB | Date: | 5)29 [0y
Address: |40 [ 727 }\n? Q)uc&uf Ja ke l(ng}ﬁ%Dj@\ Kl ﬂ?«
Telephone: | (x: 20~ ( 22—~ Signature: I s A NP/
2 | c22-8204 , / %m g by
Property Owner #2: | “Voon& £l irzaetn Dy llon | Date: | 5 [59/2d
Address: | LOVW 772 (p LOoryuSNaddud (0

Telephone:

b20) Ou5-277)

| Signature: fa/b(j\;)ukt\k Ji

PropertyOwner#3: | 1/, ... e ot | Date: | 57/29/7¢
Address: ,4"@ () T50 Loma Shaddecd [ane ( ’ j
Telephone: | (/30) ?7,' 2.9 4;?1 G | Signature: bvzﬂ-ﬂ/‘, e i A
7B
Property Owner #4: I Date:J
Address:
Telephone: ] Signature: |

This application must be signed by a representative from every property owner participating

in the project. Please include a detailed description of the drainage issue which affects
multiple property owners, the damage or potential damage the issue has or could cause,
and the plan to remediate or improve upon the existing drainage issue. Applicants may be
required to provide proof, in the form of pictures, videos, receipts for clean-up work,
insurance claims, etc., that their property has been affected by the drainage issue, and that

they would benefit directly from the project.

Applications should include three detailed estimates for work necessary to complete the

project. If the property owners elect to complete the project themselves, then estimates for

the materials required should be provided.

By signing this application and accepting any reimbursement potentially awarded, all
applicants shall indemnify and hold harmless the Village, its officers, agents and
employees, from any claim, damages or liability whatsoever arising out of the design,
construction, existence or maintenance of the stormwater project. The completed drainage
project (pipes, ditches, etc.) constructed on private property will remain private property,
and on-going operation and maintenance will become the responsibility of the individual

property owner(s) on which the improvements were constructed.

2008711_1












CAMPTON CONSTRUCTION INC.

Excavating and Underground
825 Hicks Dr., Elburn, IL 60119
(630) 365-9464 Fax (630) 365-9443

PROPOSAL

Profect Name: Storm Line Replacement Attention: Mr. Jim Dillon
Location: 40W776 Longshadow Lane Address: 40W776 Longshadow Lane
City: Campton Hills, IL 60175
Phone: 830-945-6227
Proposal Date: 4/10/2024 Email: Dilion-james@att.net
Prints Dated: N/A
i ITEM | DESCRIPTION | COST |
Storm
Sewer Campton Construction Proposes to do the foliowing work:

install approx. 460 LF of 12" N-12 HDPE pipe and (4) 24" structures.
Pipe will follow path of exisitng concrete drain tile,

Supply and place all stone necessary for pipe bedding

Export any excess soils from the site

Fegrade yards

Exclusions to bid:

Tree Removal

All lawn and landscape replacement and repair
Any erosion contol or permit costs

TOTAL PROPOSAL AMOUNT {$  31,500.00 |

Standard Notes:

1.

2
- 3.
4

6.
7

8.
9.

Prices do not include permits, staking, surveying or testing fees unless indicaied.

. Silt fence maintenance or removal is not included in pricing unless specifically nofed.

Seeding, landscaping, tree or other obstruction removal is not included unless specified.

. All soils that must be exported from a job siie require [EPA Form 662 or 663 depending on site

classification. This new law may require testing to be done to allow for the soils to be dumped at
local dump facilities. The costs for these tests and the filling out of the forms is NOT included in the
bid, and shall be the responsibility of others unless specifically noted.

. If pumping, dewatering, shesting, shoring, undercutting, rock excavating, discing, drving,

increasing trench size, adding safety equipment, or frost ripping are required, additional
cosis may be incurred uniess specifically indicated in bid.
Spoils generated from others not included in pricing except where indicated.

. Placement of aggregate materials machine grade to +/- one tenth foot of grade. No hand

labor is included uniess indicated.

Building wall shoring for backfill is not included.

Pricing good for 30 days. However, significant material price, fuel or labor increases will
be passed on to customer.

10. We are not responsibie for tree or shrub foss due 1o excavation.
11. Terms are net 30. Interest based on 1.5 percent per month (18 percent annually) will be

Page 1 of 2



CAMPTON CONSTRUCTION INC.

Excavating and Underground
825 Hicks Dr., Elburn, IL 60119
(630) 365-9464 Fax (630) 365-9443

charged on past due accounts.
12. Please remember that JULIE must be notified on all digs which may delay start times 4-5 days.
13. Any facility that is not located by the standard JULIE call, that will require a private focate shall be
the responsibility of others to locate. Any damage or costs resuliing from the damage of an

unmarked or miss marked facility will NOT be Campton Constructions responsibility.
14. No "as-built" drawings will be supplied. Campton will only supply RED LINE drawings.

The above prices, specifications and conditions are satisfactory and are hereby accepted.
Authorization is given to do work as specified upon receipt of a signed copy of this proposal.
=k p EAXED COPY IS ACCEPTED ™ Proposal is good for thirty (30) days.
Acceptance of this proposal AFTER the 30 day period could result in price changes due to
fluctuation in material, labor or fuel pricing. Price changes tc be calculated at time of acceptance.

Signature Date

Page 2 of 2
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Vi drainage solutions & truckin inc ESTIMATE

ESTO069
Hugo
Business Number 2242207172 DATE
Carpentersville il 860110 05/11/2024
5 walnut st carpentersvilie il 60110 TOTAL
hvtruckinginc@gmail.com
TO
Mr. Jim dilion
40w776 congshaddow In Campton hills
0 63094586227
dillon-james@att.net
DESCRIPTION RATE QY AMOUNT
Yard drainage pipe replacement $65,860.00 1 $65,860.00

Start by excavating old galvanized and concrete pipes
And haul away

Replace old with the new

Install about 530" of 12" dual wall hdpe pipe install gravel as
need for base

install #4 24" concrete inlets with top cover for future
cleaning.

Connect to existing 15"rcp manhole

Back fill and grade as good as possible haul away dirt as
needed

Any trees that are on the way
Will need to be removed by professional tree compani

Us we will cut roots as needed and haul away

Once backfill and graded properly install seed and straw
blanket

There will be damage to lawns from machines we will try our
best to stay in one lane to make as less mess as possible we



DESCRIPTION RATE Qry AMOUNT

will leave as clean as possible

We will require 50% up front first day of start
The remaining 50% once finish

TOTAL USD $65,860.00



Active Excavating & Wrecking, Inc.
. 1 817 E Noith Street
Elbumn, IL 60118
: Phong (830) 3656242
" Fax (630) 366-6243
| Chervl@activex.us

Mr. Jim Dillon March 13,2024

40W776 Longshadow Lane

Campton Hills, IL 60175 re: 40W776 Longshadow Lane
630-945-6227 Campton Hills, IL

Dillon-james@att.net

Py g g g
™ [

Replace approximately 460’ of existing 12” concrete storm sewer with 127 dual wall HDPE pipe. Install
four (4) 24” concrete inlets with beehive grates (one (1) inlet for connection to existing 15” RCP, one 1)
inlet for pipe to make turn at corner and two (2) inlets where water pond is between yards. Price includes
all necessary stone to bed pipe and hauling out all excess dirt, we quote: $24,950.00

Note: Price does not include any tree removal as needed or lawn restoration.

We exclude the following:

i Silt fences.
2. Permits and/or notifications.
3. Any tree removal as needed or lawn restoration

Note: We will not be held responsible for any damages to landscaping or any trees on property, that have
not been protected by fencing.

Note: As, or as a representative for the property owner, I approve and authorize you to do the work as
specified, and personally guarantee payment as outlined above. Failure to make payment within set terms
will result in a 1 %% service charge per month. This proposal must be signed, dated and faxed or mailed
back to our office before work can be scheduled. The undersigned hereby agrees to pay all reasonable
attorney’s fees, costs and expenses incurred by Active Excavating & Wrecking, Inc. IN the collection and
enforcement of this contract, whether or not a lawsuit is filed.

TERMS: Net (30) Days!

Accepted by: Date: Karl Pollak /egp



Active Excavating & Wrecking, Inc.
{817 E Norih Street
| Elburn, 1L 60118
Phone (630) 365-6242
i Fa (630) 3656243
i Cheryl@activex.us

&

Mr. Jim Dillon March 13,2024

40W776 Longshadow Lane
Campton Hills, IL 60175 re: 40W776 Longshadow Lane
630-945-6227 Campton Hills, IL

Dillon-james@att.net

Py

Pump down water and repair approximately 5° section of existing concrete storm sewer,

we quofe: $2,000.00
We exclude the following:
1. Silt fences.
2 Permits and/or notifications.

Note: We will not be held responsible for any damages to landscaping or any trees on property, that have
not been protected by fencing,

Note: As, or as a representative for the property owner, 1 approve and authorize you to do the work as
specitied, and personally guarantee payment as outlined above. Failure to make payment within set terms
will result in a T 4% service charge per month. This proposal must be signed, dated and faxed or mailed
back to our office before work can be scheduled. The undersigned hereby agrees to pay all reasonable
attorney’s fees, costs and expenses incurred by Active Excavating & Wrecking, Inc. IN the collection and
enforcement of this contract, whether or not a lawsuit is filed.

TERMS: Net (30) Days!

Accepted by: Date: Kart Poliak legp
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